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Goulds Pumps	 Wastewater

		
Part Description	 Material

	 Qty. 			  Repair Parts Order Number – 1725 RPM		
				    Req.	 1½ HP M	 1½ HP	 2 HP	 3 HP	 5 HP	 7½ HP
	

100
	 Casing – 3888D3, 3SD	

Cast Iron	 1
			   1K190				    42.0	

		  Casing – 3888D4, 4SD					     1K219				    52.0
		  Impeller – 3888D3, 3SD, Standard	 Cast Iron		  2K514 5¼"	 2K24 6½"	 2K25 7.0"	 2K26 7¼"	 2K27 8.0"	 N/A	 7.0
	

101
	 Impeller – 3888D3, 3SD, Optional	 Bronze	

1
	 2K515 5¼"	 2K284 6½"	 2K285 7.0"	 2K286 7¼"	 2K287 8.0"	 N/A	 8.0

		  Impeller – 3888D4, 4SD, Standard	 Cast Iron		  2K512 55⁄8"	 2K294 6¼"	 2K295 65⁄8"	 2K296 7.0"	 2K830 7¼"	 2K532 711⁄16"	 7.5
		  Impeller – 3888D4, 4SD, Optional	 Bronze		  2K513 55⁄8"	 2K329 6¼"	 2K328 65⁄8"	 2K327 7.0"	 2K326 7¼"	 2K533 711⁄16"	 8.5
	 112A	 Lower Ball Bearing	 Steel	 1			   4K135			   4K402	 –
	 112B	 Upper Ball Bearing	 Steel	 1			   4K384				    –
	

131
	 Pump Leg - Standard	 Steel	 3			   4K42				    –

		  Pump Leg - Optional	 Cast Iron	 1			   4K625				    –
	 132	 Eye Bolt	 Galvanized Steel	 1			   13K193				    –
	 178	 Impeller Key	 AISI 300 SS	 1			   4K11				    –
	

184
	 Seal Housing – 3888D3, 3SD	 Cast Iron	 1			   1K189			   N/A	 19.0

		  Seal Housing – 3888D4, 4SD	 Cast Iron	 1			   1K218				    18.0
	 198	 Impeller Bolt	 17-4PH SS	 1			   13K48				    –
	 199	 Impeller Washer	 AISI 300 SS	 1			   13L39				    –
		  Insulating Turbine Oil	

Turbine Oil -
				    4K432				  

7.5
	 218	 Gallons required in Seal Housing	

ASTM 150
	 –			  3888D3, 3SD - .44 — 3888D4, 4SD - .38		

lbs./gal.
		  Gallons required in Motor Cover					     1.75			   1.5
	 246	 Seal Sensor - Available Only on 3SD, 4SD	 Nylon/Brass	 1			   9K191				    –
		  Motor – 1 Phase, 208V			   114-9210R	 114-9210R	 114-9210R	 114-9210R	 N/A	 N/A	
		  Motor – 1 Phase, 230V	

Stainless Steel
		  114-925R	 114-925R	 114-926R	 114-927R	 114-928R	 N/A	  

	 338	 Motor – 3 Phase, 200 V	
Shaft

	 1	 114-9230R	 114-9230R	 114-9230R	 114-9231R	 114-9232R	 N/A	 –
		  Motor – 3 Phase, 230/460 V			   114-9217R	 114-9217R	 114-9217R	 114-9218R	 114-9219R	 119-961R
		  Motor – 3 Phase, 575 V			   114-9227R	 114-9227R	 114-9227R	 114-9228R	 114-9229R	 119-963R
	 340	 Bearing Housing	 Cast Iron	 1			   1K176			   1K303	 28.0
	

341
	 Motor Cover– 3888D3, 3888D4	 Cast Iron	 1			   1K177				    39.0

		  Motor Cover – 3SD, 4SD	 Cast Iron	 1			   1K299				    39.0
	 352	 Hex Cap Screw-Seal Housing to Bearing Housing	 AISI 300 SS	 4			   13K81				    –
	 358	 Plug – Seal Housing ¼" NPT	 AISI 300 SS	 2			   6K168				    –
	 358E	 Plug – Motor Cover ½" NPT	 AISI 300 SS	 1*			   6K170				    –
	 361	 Retaining Ring	 AISI 300 SS	 1			   4K305				    –
	

372D
	 Hex Screw – Bearing Housing to Motor Cover	

AISI 300 SS	 8			   13K186				    –		  and Seal Housing to Casing
		

Capacitor, Run - 1 Phase, 208 V
			   9K262	 9K262	 9K262	 9K262	

N/A		  –			 
		

Qty. - 2	 Qty. - 2	 Qty. - 2	 Qty. - 2
	

376
	 Capacitor, Run - 1 Phase, 230 V - 9K332,	

Varies
	

1
	 9K332	 9K332	 9K332	 9K262	 9K332	

N/A
	 –

		  pre D06 - 2 HP, pre F06 - 1.5 HP			   Qty. - 1	 Qty. - 1	 Qty. - 1	 Qty. - 2	 Qty. - 2
		  Capacitor, Run - 1 Phase, 230 V - 9K456,			   9K456	 9K456	 9K456	 9K262	 9K332	

N/A
	 –

		  D06 - 2 HP, F06 - 1.5 HP			   Qty. - 2	 Qty. - 2	 Qty. - 2	 Qty. - 2	 Qty. - 2
	 383	 Mechanical Seal – Upper	 Carbon/Ceramic	 1			   10K21 (Type 21)			   –	
		  Mechanical Seal – Lower (Standard)	 Silicon Carbide	 1			   10K28 (Type 31)			   –
	

387
	 Mechanical Seal – Lower (Optional)	 Tungsten Carbide	 1			   10K22 (Type 31)			   –

	 412M	 O-Ring – Bearing Housing to Motor Cover	 BUNA-N, AS568A-374	 1			   4K242				    –
	 412P	 O-Ring – Bearing Housing to Seal Housing	 BUNA-N, AS568A-265	 1			   5K74				    –
		

Wire Nut
	 1 Phase	

Special
	 2	 9K145 (14/3 Cords), 9K252 (10/3 Cords)	 N/A	 –

	 457	
(Power Cable)

	 3 Phase	
Nylon Housing

	 6	 9K145 (14/4 Cords), 9K252 (10/4 Cords)	 –
		   	 Sensor Cable		  2			   9K145				    –
	 484	 Strain Relief Assembly  – Sensor Cable	 Varies	 1			   5K113				    –
	

484B
	 Strain Relief Assembly	 1 Phase	

Varies	 1
	 5K234 (14/3 Cords), 5K355 (10/3 Cords)	 N/A	 –

		  (Power Cable)	 3 Phase			   5K226 (14/4 Cords), 5K227 (10/4 Cords)	 –
		  Seal Installation Tool – Guide	 Delrin	 1			   A01A008				    –
		  Seal Installation Tool – Driver	 Delrin	 1			   A02A017				    –
		  Loctite #271		  1			   AL27121				    –
* 1 for 3SD/4SD and 2 for 3888D3/3888D4.

	
Power and Sensor Cables Description

		  Standard Length		  Optional Lengths		
			   20'	 30'	 50'	 100'
	 Item No. 456, Power Cables
	 1 PH: 1½ and 2 HP, 230 V, standard with bare leads.	 STOW – 14/3	 9K266	 9K267	 9K268	 9K269	 0.9
	 1 PH: 2 HP, 3 HP and 5 HP, 208 V, standard with bare leads.	 STOW – 10/3	 9K289	 9K290	 9K291	 9K293	 1.6
	 3 PH: 1½, 2 HP, 3 HP (except 200 V) and 5 HP, 460 V, 575 V – bare leads.	 STOW – 14/4	 9K153	 9K218	 9K154	 9K219	 1.1
	 3 PH: 3 HP, 200 V, 5 HP 200/230 V and all 7½ HP – bare leads.	 STOW – 10/4	 9K251	 9K247	 9K248	 9K250	 1.6
	 Item No. 455A, Sensor Cables
	 Mechanical Seal Sensor: Standard on 3SD and 4SD. (N/A on 3888D3 and 3888D4)	 SJTOW – 16/2	 9K189	 9K220	 9K221	 9K222	 0.5
	 Seal/Heat Sensor: Optional on 3SD and 4SD.	 SJTOW – 18/4	 9K237	 9K238	 9K239	 9K240	 0.5

Wt.
(lbs./5 ft.)

Type and
AWG Size

Item
No.

Max. Wt.
(Lbs.)

MODELS 3888D3/3SD, 3888D4/4SD


